A Super B Factory, an asymmetric etC collider with a luminosity of mi's", can provide a sensitive probe of new physics in the flavor sector of the Standard Model. The success of PEP-I1 and KEKB in producing unprecedented luminosity with unprecedently short commissioning time has taught us about the accelerator physics of asymmetric e'i colliders in a new parameter regime. It appears to be possible to build on this success to advance the state of the accelerator art by building a collider at a luminosity approaching cni2s.'. Such a collider would produce an integrated luminosity of 10,000 fK' (10 ab-') in a running year. Design studies are underway to arrive at a complete parameter set based on a collider in the PEP-I1 tunnel but with an upgraded RF system (perhaps a higher frequency) and an upgraded interaction region [1-6].
DESIGN CONSTRAINTS
The construction and operation of modem multi-bunch d e -colliders have brought about many advances in accelerator physics in the area of high currents, complex interaction regions, high beam-beam hme shifts, high power RF systems, controlled beam instabilities, rapid injection rates, and reliable uptimes (-95%).
The A) The beam lifetimes will be low so continuous injection will he needed. B) Continuous injection will be used to push the beam-beam parameter to higher values than can be tolerated when long lifetimes are required. C) Much higher currents are needed and the vacuum chamber and feedbacks must be made to match. D) Bunch-by-bunch feedbacks will need to operate at the *Supported by US DOE conuact DE-AC03-76SFWSIS. **seemant2slac.stanford.edu 1 nsec scale, down from the present 4 nsec time. E) Much shorter bunches will be needed; on the order of 2 mm. F) Higher-power vacuum chambers and HOM tolerant chambers will be needed. The use of expansion bellows will need to be minimized or a high-power design developed. G) Very low vertical beta functions at the interaction of about 1.5 to 2.5 mm will be needed. H) Special chromaticity corrections will be needed. I) Every technique to reduce the wall plug power will need to be used. For example, reducing the energy asymmetry to reduce synchrotron radiation, increase the vacuum chamber bores to reduce resistive wall effects,, and increasing the RF cavity bores to reduce HOM losses.
PARAMETERS
The design of a e'e-collider are listed in Tables I and 2 for different RF frequencies. These parameten were chosen afler balancing beam dynamics effects, technology limits, luminosity performance, and SLAC site AC power issues. The PEP-I1 tunnel is an excellent site for this collider. The SLAC power substation can provide 140 MW if needed.
The beam energies are 8 GeV for the high-energy ring and 3.5 GeV for the low-energy ring. Lowering the highenergy ring energy from 9 GeV reduces the synchrotron about 50%. The resistive wall losses of the short bunches in the vacuum chambers will be reduced by a factor of two by increasing the vacuum chamber radius.
INTERACTION REGION
The interaction region is being designed to leave the same longitudinal free space as that presently used by BABAR but with superconducting quadrupole doublets as close to the interaction region as possible, as shown in Figure 2 . A crossing angle is used to separate the two beams as they enter and leave the interaction point. The overall interaction region is shorter than for PEP-11, allowing a shorter detector if that is advantageous [6] .
Recent work at Brookhaven National Laboratory on precision conductor placement of superconductors in large-bore low-field magnets has led to quadrupoles in successful use in the interaction regions for the HERA collider in Germany [7] . A minor redesign of these magnets will work well for the Super B Factory.
The beams must have a crossing angle at the collision point to avoid parasitic crossing effects; the anticipated crossing angle is +/-12 to 17 mrad. Short bunches are also needed to avoid the geometrical hour-glass effects that could reduce the luminosity during collisions. The short Super B Factory bunches are made by providing extra over-voltage in the RF system and by a high phaseadvance quadrupole lattice in each ring.
The low beta functions at the collision point will make
Ion gap (%) HER RF klystrodcav H E R R F v o l t s O the ring chromaticity high. Correcting the chromaticity is the task of sextupole magnets, but sextupoles reduce the dynamic aperture of the storage ring. Due to the naturally reduced lifetimes of the beams, the dynamic aperture and the resulting vacuum system do not have to be designed for lifetimes of hours, only for one hour, thus, reducing costs.
The increases in the beam-beam parameters from the present 0.06 to 0.09 range to 0.15 will be achieved by operating just above but very close to the half-integer horizontal tune where standard, but strong, dynamic beta effects occur. Also, pushing the h. This first quadrupole will have a quadrupole, x and y dipole, solenoidal, and skew quadrupole windings.
POWER SCALING
The power required by a collider is the sum of a site base plus RF sources. With a Super B-Factory, there will be an overall base level due to the SLAC campus (-15 MW), the linac running for PEP-I1 at 30 Hz (-8MW), The PEP-I1 magnets (-7 MW), the linac running for LCLS (-10 MW), and SPEAR (-5 MW) for a total of about 40 MW.
The total RF power is the sum of the cavity wall losses, beam synchrotron radiation, beam resistive wall losses, beam higher order mode losses (HOM), and AC distribution inefficiencies. The AC lransformers and high voltage power supplies are about 90Yo efficient. The RF klystrons are about 65% efficient. For beam stability control, the klystrons do not run at full power which reduces their efficiency to about 50%. The RF power losses to the cavity walls are 70 to 100 kW depending on the voltage. The synchrotron radiation losses are minimized by reducing the energy asymmetry of the BFactory to 3.5 x 8 GeV and by adding dipoles to the lowenergy ring to reduce the effective bending radius. The vacuum chamber bores are enlarged to reduce the resistive wall losses that go inversely with the chamber sue. The . .. , , . ; . , a; 
